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S et device addr esses. R efer  to the instr uctions included with the devices and set each 
addr ess accor ding to the T a bl e of  D ev i c e A ddr esses .  
S ee K eypa d P r ogr a m m i n g F i el ds  (fields *190-*196) in S ecti on  4.  D a ta  F i el d  
P r ogr a m m i n g for  detai ls on enabling k eypad addr esses, assigning k eypad par titions 
and selecting k eypad sounding options.  
 

I M P O R T A N T : E ach k eypad must be assigned a unique, pr edefined addr ess,  f r om  16 to 
23. T h e f i r st  k ey pa d i s  a ddr ess  16 (default = par tition 1, all  sounds enabled).  
 

T O U C H  S C R E E N  K E Y P A D  (A U I )  N O T E S :  
••••  U se of up to four  A U I  devices (e.g.,  6270, S ymphony) is independent fr om standar d 

k eypads and does not affect the number  of standar d k eypads the system can suppor t.  
••••  A U I  devices must be set for  addr ess 1 or  2, or  addr ess 5 or  6 depending on which unit 

is enabled in field *189. 
••••  T o ensur e pr oper  AU I  device oper ation, use AU I  devices with the following r ev levels: 

6270 ser ies use ver sion 1.0.9 or  higher ; 8132/8142 (S ymphony) ser ies use ver sion 
1.1.175 or  higher . 

Optional V IS T A-G S M 
Module 
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R efer  to the V I S T A -G S M  M odu l e I n sta l l a t i on  section later  in this manual for  
detailed explanation of its installation. 
 

T he module’s addr ess is inter nally set to 03 and cannot be changed.  
 

 

W ire R un C hart F or Devices * Drawing Aux P ower F rom The C ontrol (12V + &  12V –) 
W ire TOT AL  C UR R E NT DR AW N B Y  AL L  DE V IC E S  C ONNE C TE D TO A S ING L E  W IR E  R UN 
S ize 50 mA or les s  100 mA  300 mA 500 mA 600 mA 
#22 900 ft (274m) 450 ft (137m) 150 ft (46m) 90 ft (27m) 75 ft (23m) 
#20 1400 ft (427m) 700 ft (213m) 240 ft (73m) 140 ft (43m) 120 ft (37m) 
#18 1500 ft (457m) 1100 ft (335m) 350 ft (107m) 220 ft (67m) 170 ft (52m) 
#16 1500 ft (457m) 1500 ft (457m) 550 ft (168m) 350 ft (107m) 270 ft (82m) 

* Includes  K eypads , R F  R eceivers , Zone E xpander/R elay Units , and 4286 P hone Module. 
Maximum wire lengths  for any device that is  homerun to the control can als o be determined from the W iring R un C hart, based on the current draw of that device 
alone. 
T he length of all wire runs  for both partitions  combined must not exceed 1500 feet (457m) when unshielded quad conductor cable is used (750 feet if s hielded 
cable is  used). T his  restriction is  due to the capacitive effect on the data lines  when quad cable is  us ed. 

 

T able of Devic e Addres s es  
This  Device Us es  Addres s  R eports  as †† E nabled B y… 
R F  R eceiver 00 100 *56 zone programming: input device type entry 
AUI 1 01  automatic if AUI enable field *189 enabled for AUI 1 
AUI 2 02  automatic if AUI enable field *189 enabled for AUI 2 
AUI 3 05  automatic if AUI enable field *189 enabled for AUI 1 
AUI 4 06  automatic if AUI enable field *189 enabled for AUI 2 
Internal IP /G S M Device 03 103 automatic if enabled in menu mode *29  
4286 V oice Module 04 104 automatic if phone module access  code field *28 enabled 
Zone E xpanders  (4219/4229):  

module 1 (for zones  09 - 16) 
module 2 (for zones  17 - 24) 
module 3 (for zones  25 - 32) 
module 4 (for zones  33 - 40) 
module 5 (for zones  41 - 48) 

 
07** 
08 
09 
10 
11 

 
107 
108 
109 
110 
111 

*56 zone programming: input device type, entry 2, then:  
automatic if zone no. 9-16 s et as  AW  type or relay ass igned 
automatic if zone no. 17-24 s et as  AW  type or relay ass igned 
automatic if zone no. 25-32 s et as  AW  type or relay ass igned 
automatic if zone no. 33-40 s et as  AW  type or relay ass igned 
automatic if zone no. 41-48 s et as  AW  type or relay ass igned 

R elay Modules  (4204):  
module 1 
module 2 
module 3 
module 4 

 
12 
13 
14 
15 

 
112 
113 
114 
115 

*79 output device programming: device address  prompt:  
entered at device address  prompt 
entered at device address  prompt 
entered at device address  prompt 
entered at device address  prompt 

K eypads :  
keypad 1 
keypad 2 
keypad 3 
keypad 4 
keypad 5 
keypad 6 
keypad 7 
keypad 8 

 
16 
17 
18 
19 
20 
21 
22 
23 

 
n/a  
n/a  
n/a  
n/a  
n/a  
n/a  
n/a  
n/a  

data field programming as  lis ted below: 
always  enabled for partition 1, all sounds  enabled. 
data field *190 
data field *191 
data field *192 
data field *193 
data field *194 
data field *195 
data field *196 

5800T M Module 28 n/a  automatic 
 

** address  07 not available if zone-doubling enabled 
†† Address able devices  are identified by “1” plus  the device address  when reporting. E nter a report code for zone 91 to enable addres sable device reporting 

(default = reports  enabled). S ee field *199 for addressable device (E C P ) 3-digit/2-digit identification keypad display options . 

P r ogr amming Over view 
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