
Premium Sound & Efficiency

The Episode Digital Subwoofer Amp 
incorporates a limiter circuit that protects 
the woofer from harsh, damaging distortion, 
providing controlled bass that’s deep & lifelike.

Pure Bass

Get premium performance in a highly-efficient design with the Episode Digital Subwoofer Amplifier. 
This cool-running single-channel amp pairs with any Episode passive subwoofer to deliver deep, rich 
bass for a fully-immersive listening experience.

Set your amp to turn on when it senses a 
signal, enable Always-On mode for hands-off 
operation, or control it via 12-volt trigger for 
preamp and control system functioning.

Multiple Power-on Options

A rear rotary dial for crossover, phase, and 
volume control allows precise optimization for 
ultimate performance on the 150-watt model. 
Plus, the 500-watt model includes a remote 
for convenient control over EQ modes, volume 
settings, and power/standby modes.

Ultimate Control

Episode® Digital Subwoofer Amplifier

See more of what Episode has to offer at episodespeakers.com



EA-AMP-SUB-1D-150

Power Output @ 4 ohm 150W RMS

Power Output @ 8 ohm 80W RMS

Sensitivity Input
140 mV for full output (LFE only driven); 150W with level 

control set to max

Total Harmonic Distortion (THD) .10% 1W/2W 100Hz

Frequency Response 30-200Hz (EQ Mode=Bypass)

Certifications
TUV Listed & Tested under UL/EN60065

for US and Canada

Cutout Dimensions (W x H)
1.75” x 16.9” x 8.1”; 2.1” x 19” x 8.1”

with rack mounts & feet

Weight 5.9 lbs

Rack Spacing 1U

Channels 1-Channel

External Trigger Voltage 2.0V - 20V


