
Real Performance 
for the Real World

Three custom drivers with Nomex spiders, 
double-stacked/vented motors, and oversized 
high-temp voice coils provide incredible output 
with low distortion. 

Designed to Perform Episode precision engineering 
combines high-performance 
components and aesthetics to 
create a great-looking subwoofer 
that provides an incredible sound 
experience. Our Triple Subwoofer 
features stunning good looks, BASH® 
amplification, and three woven 
fiberglass woofers that together 
deliver one amazing performance. 

A furniture-grade cabinet offers high style 
and acoustically sound construction with 
sculpted curves and rounded corners for an 
elegant look. 

Built for Sound 

Adjustable crossover and phase controls allow 
customized tuning to match any speaker 
and room set-up for the ideal audio/video 
performance. 

Customized for Performance

Triple Series Subwoofer



Triple Series Subwoofer | Up to1200W

ES-SUB-TRP10-500-BLK ES-SUB-TRP8-300-BLK

Frequency Response 30 Hz - 200 Hz 30 Hz - 200 Hz

Adjustments Volume, Crossover Frequency, LFE, Phase, Turn-On Volume, Crossover Frequency, LFE, Phase, Turn-On

Colors Available Gloss Black Gloss Black

Connectors Gold-Plated RCA and 5-Way Binding Post Inputs & 
Outputs Balanced XLR Input & Output 12V Trigger Input

Gold-Plated RCA and 5-Way Binding Post Inputs & 
Outputs Balanced XLR Input & Output 12V Trigger Input

Dimensions (W x H x D) 14.9" x 13.7" x 14.75" 12.8" x 11.8" x 12.8"

Power Peak 1200W 720W

Power RMS 500W 300W

Weight 43.6 lbs 31.9 lbs

Crossover Frequency 40 Hz - 120 Hz 40 Hz - 180 Hz

Woofer One 10" Active Woven Fiberglass Sandwich Cone, Two 10" 
Passive Woven Fiberglass Sandwich Cone

One 8" Active Woven Fiberglass Sandwich Cone, Two 8" 
Passive Woven Fiberglass Sandwich Cone




