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Use only a 250V fuse
Employer uniquement aux

un fusible de 250V
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Amplifier with DSP

Episode 70V/8-ohm Hybrid Amplifier

Download and install DSP settings.
Terminate all wires before turning 
system on.
Use one MB1, amplifier and lighting 
transformer per zone.

Check channel output settings.
Subwoofer = 8ohm
Speaker/Audio = 70v

Only use an outdoor 
lighting transformer*

The highest voltage output from 
your outdoor lighting transformer 
up to 15V maximum.

Only use a single zone from the lighting 
transformer* per Radiance zone. 
  
 

8 ohm SubwooferAudio  70 V

70 V

Do’s 

Don’ts WARNING ! !

 

Don’t turn on system with out DSP.
Using the System WITHOUT DSP MAY
CAUSE DAMAGE at High SPL.

Don't use wall wart power supplies  
or AC/DC adapters or power supplies 
not designed for lighting use.

Avoid use of lighting transformers* 
with under 200W of total lighting 
power per zone.

Don't use 3rd party lights with  
the Episode Radiance System.

Not compatible with lighting transformers
with dimming or color temperature control

 

Don’t connect more than one lighting 
transformer to the MB1.

Don’t connect amplifier to light input.

Don’t connect subwoofer to 
MB1 audio input.

Don’ts WARNING ! !

 

12v - 15v AC/DC Max 

Combined Audio Signal and Light Power output  

Input

12v - 15v AC/DC Max 

Subwoofer

Speakers and lights 

Output

MB1

70 V

500 W MAX

200W min
300W max

8 ohm

SYSTEM SETUP 

Lighting Transformer* 

Download DSP 

www.snapav.com

*Outdoor Lighting Transformer / LED Driver / LED Transformer PN: 200-01076 RevA


