
DESCRIPTION
The WPS-100 Series dome camera features Backlight 
Compensation and is equipped with a bank of LED lights to 
provide the best possible coverage in any indoor area that 
needs general surveillance.

5-Year Limited Warranty
This camera has a 5-Year Limited Warranty. The warranty includes parts and labor repairs on all components found to be defective in material or workmanship 

under normal conditions of use. This warranty shall not apply to products which have been abused, modified, disassembled or improperly installed. Products to be 

repaired under this warranty must be returned to Snap AV or a designated service center with prior notification and an assigned return authorization number (RA).

SPECIFICATIONS

FEATURES

DIMENSIONS

SIDE VIEW

3.69”

3.
52

”

Image Sensor 1/4" Sharp® CCD

Lens 
3.6mm Fixed, Horizontal FOV 
50˚

Shutter Control 
<NTSC>1/60~1/100,000 sec; 
<PAL>1/50~1/100,000 sec

Auto Electronic Shutter ON

Auto Gain Control ON

Back Light Compensation ON

Auto White Balance ON

Resolution 420 TV Lines

Minimum illumination .3 Lux color, 0 Lux IR on

IR Range 32ft 

Power Source
12 VDC (500 mA) 
– Power Supply not included

Power Consumption 3.6W - 300mA

Operating Temperature 14F-140F

Certifications CE, FCC, ROHS

Dimensions 3.52(H) x 3.69" (W)

Net Weight .49 lb
*Specifications are subject to change without notice
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