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3-Year Limited Warranty

This NVR has a 3-Year Limited Warranty. The warranty includes parts and labor repairs on all components found to be defective in material or workmanship under 

normal conditions of use. This warranty shall not apply to products which have been abused, modified, disassembled or improperly installed. Products to be repaired 

under this warranty must be returned to Snap AV or a designated service center with prior notification and an assigned return authorization number (RA).

Delivers pristine video with resolutions up 

to1080HD at a full 30 frames per second, and 

has the ability to record 16 full 4Mbps streams 

at the same time.

High Definition Streaming

Privacy Masking and Motion Detection

User-defined privileged areas can be blocked 

for privacy, while other areas can be defined 

to begin recording upon detecting motion. 

Real-Time Email Notifications

Paired with Wirepath™ IP cameras, event-

based alerts allow you to create custom 

notifications based on motion detection and

alarm triggers. When specific events happen,

an email with an attached screenshot is sent

directly to your inbox.

Monitoring surveillance equipment is easy 

thanks to a clean, streamlined user interface.

Just create a desktop shortcut or access each

product remotely through the accompanying

iOS® and Android apps.

Easy-Access Monitoring

High Resolution

Stream fluidly 
with 30FPS

2TB HD-Included

Motion Detection

16 Channels

Smartphone & 
Browser Access

View all your cameras from one convenient location with 

this 16-Channel NVR. Equipped with advanced compression 

technologies, 2TB internal storage, and support of sixteen 

4Mbps streams (1080HD), the Wirepath™ Surveillance NVR 

provides high-definition viewing – whether you’re across the 

room or across the globe. Watch video on the go with free 

apps for iOS® and Android, and along with Wirepath™ IP 

Cameras, take advantage of other convenient features like 

email notifications, customizable user access levels, motion 

detection, privacy masking and more.
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SPECIFICATIONS

Multi Operation
Hexaplex - Simaltaneous Live View, 
Record, Playback, Control Sytems 

Streaming, Remote Access, Backup

Display Channel 16Ch

Support IP Cam 
Resolution

Up to 1080P (2 MP)

Display Frame Rate Up to 30 FPS @ 1920x1080 per CH

Split Windows 1, 4, 9, 16

Video Output  
Resolution

VGA
1920*1080, 1280*720, 1280*1024, 

1024*768, AUTO

HDMI
1920*1080, 1280*720, 1280*1024, 

1024*768, AUTO

Video Compression 
Format

H.264 

Recording Rate Up to 30 FPS @ 1920x1080 all CHs

Max Bitrate Up to 8 Mbps PER CH / 64 Mbps TOTAL

Recording Mode Manual / Schedule / Alarm

Time Search Yes

Event Search Yes

On Screen Display  
& Setup

Time / Date / Setup Menu

Local Graphic User  
Interface (GUI) 
Control

Yes

Mouse Control Yes

IE Browser Control Yes

Video Backup  
Playback Viewer

Yes

Internal HDD Support
SATA HDD x 4 / (1) 2TB HDD  

preinstalled

Multi-Language Yes

Audio (Input and Output) 3.5mm x 1

Audio Backup Yes

Audio Streaming Yes

Accessories

Remote (with battery) x 1,
Adapter(With Power Cord) x 1, 

Mouse x 1, CD x 1
HDD Mounting Hardware, 

Rack Mount Ears x 2,
Quick Start Guide x1

Rack Mountable

Yes - 
(NVR is 2.6” tall with feet and 2.38” 

tall without feet. Please plan  
installation accordingly.)

Power Input 12V DC 5A

Consumption 10W (w/o HDD)

Dimensions
12.2" W x 14.2" D x 2.6" H

(2.38” H without feet)

Weight 6.06 lbs (w/2TB HDD*1)

Operation Temperature 32° - 113° F

EXTERNAL POWER SUPPLY (INCLUDED)

External Power Supply 12VDC 5A

Operating Voltage 100-240VAC 1.6A 50-60Hz

Consumption 80W Max.(with 4 HDDs)

Operating Temperature 32° - 113° F

Ratings / Certifications UL FCC  CE

Dimensions
1.25” H x 2.45” W x 4.30” D 

(power supply only)

Password Control Yes

External eSATA  
Support

Yes

External USB Backup 
Device

Yes

Ethernet Yes (10/100M/1000M)

Web Internet Explorer 6.0 or above

DDNS
Yes (wirepathdns.com with  

geo-redundant USA servers)

FTP Yes

E-Mail Yes

Network IP Static/ Dynamic/ PPPoE

Multi-Remote Client Yes (4 Clients Simutaneously)

Alarm Input 8 In

Alarm Output 2 Out

Motion Detection Yes

Video Loss Detection Yes

Pre/Post Alarm Yes

Alarm Activated  
Recording

Yes

Daylight Saving Time Yes

Privacy Mask Yes

PTZ Control Yes

RS-485 Interface Yes

Digital Zoom Yes

Key-Lock Yes
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