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Dimensions

WPS-300-NVR-16IP

Hexaplex - Simaltaneous Live View, Record,
Playback, Control Sytems Control, Remote
Access, Backup

16Ch
Up to 1080P (2 MP)
Up to 30 FPS @ 1920x1080 per CH
1.4,9,16

1920%1080, 1280*720, 1280*1024, 1024*768,
AUTO

1920*1080, 1280*720, 1280*1024, 1024*768,
AUTO
H.264
Up to 30 FPS @ 1920x1080 all CHs
Up to 8 Mbps PER CH / 64 Mbps TOTAL

Manual / Schedule / Alarm

Yes

Yes
Time / Date / Setup Menu
Yes

Yes
Yes

Yes

SATAHDD x 4 / (1) 2TB HDD preinstalled

Yes

Yes

Yes (10/100M/1000M)
Internet Explorer 6.0 or above

Yes (wirepathdns.com with
geo-redundant USA servers)

Yes
Yes
Static/ Dynamic/ PPPoE
Yes (4 Clients Simutaneously)
81In
2 Out
Yes
Yes
Yes
Yes

Yes
Yes

Yes
Yes
Yes
Yes
Yes
Yes
3.5mmx 1
Yes
Yes

Remote (with battery) x 1,
Adapter(With Power Cord) x 1,
Mouse x 1, CD x 1
HDD Mounting Hardware,
Rack Mount Ears x 2,
Quick Start Guide x1

Yes
(NVRis 2.6" tall with feet and 2.38" tall without feet.
Please plan installation accordingly.)
12V DC 5A
10W (w/o HDD)

122"Wx 142" Dx2.6"H
(2.38" H without feet)

6.06 Ibs (w/2T8 HDD*1)
32°-113°F
12VDC 5A

100-240VAC 1.6A 50-60Hz

80W Max.(with 4 HDDs)
32°-113°F
ULFCC CE

2.45" Wx 430" Dx 1.25"H
(power supply only)

WPS-300-NVR-9IP

Hexaplex - Simaltaneous Live View, Record,
Playback, Control Sytems Control, Remote
Access, Backup

9Ch
Up to 1080P (2 MP)
Up to 30 FPS @ 1920x1080 per CH
1, 4,9

1920*1080, 1280*720, 1280*1024, 1024*768,
AUTO

1920*1080, 1280*720, 1280*1024, 1024*768,
AUTO

H.264
Up to 30 FPS @ 1920x1080 all CHs
Up to 8 Mbps PER CH / 45 Mbps TOTAL

Manual / Schedule / Alarm

Yes

Yes
Time / Date / Setup Menu
Yes

Yes
Yes

Yes

SATAHDD x 4/ (1) 1TB HDD preinstalled

Yes

Yes

Yes (10/100M/1000M)
Internet Explorer 6.0 or above

Yes (wirepathdns.com with
geo-redundant USA servers)

Yes
Yes
Static/ Dynamic/ PPPoE
Yes (4 Clients Simutaneously)
81In
2 Out
Yes
Yes
Yes
Yes

Yes
Yes

Yes
Yes
Yes
Yes
Yes
Yes
3.5mmx 1
Yes
Yes

Remote (with battery) x 1,
Adapter(With Power Cord) x 1,
Mouse x 1, CD x 1
HDD Mounting Hardware,
Rack Mount Ears x 2,
Quick Start Guide x1

Yes

(NVRis 2.6" tall with feet and 2.38" tall without feet.

Please plan installation accordingly.)
12V DC 5A
10W (w/o HDD)

122" Wx 142" Dx2.6"H
(2.38" H without feet)

6.06 lbs (w/178 HDD*1)
32°-113°F
12VDC 5A

100-240VAC 1.6A 50-60Hz

80W Max.(with 4 HDDs)
32°-113°F
ULFCC CE

2.45" W x 430" Dx1.25"H
(power supply only)

NVRLINEOVERVIEW

WPS-100-NVR-4IP

Hexaplex - Simaltaneous Live View, Record,
Playback, Control Sytems Control, Remote

Access, Backup
4Ch
Up to 1080P (2 MP)
Up to 30 FPS @ 1920x1080 per CH
1,4

1920*1080, 1280*720, 1280*1024, 1024*768,

AUTO

1920*1080, 1280*720, 1280*1024, 1024*768,

AUTO

H.264
Up to 30 FPS @ 1920x1080 all CHs
Up to 8 Mbps PER CH / 32 Mbps TOTAL

Manual / Schedule / Alarm

Yes

Yes
Time / Date / Setup Menu
Yes

Yes
Yes

Yes

SATAHDD x 2/ (1) 1TB HDD preinstalled

No

Yes

Yes (10/100M/1000M)
Internet Explorer 6.0 or above

Yes (wirepathdns.com with
geo-redundant USA servers)

Yes
Yes
Static/ Dynamic/ PPPoE
Yes (4 Clients Simutaneously)
No
No
Yes
Yes
Yes
Yes

Yes
Yes

Yes
No
Yes
Yes
Yes
Yes
3.5mmx 1
Yes

Yes

Remote (with battery) x 1,
Adapter(With Power Cord) x 1,
Mouse x 1, CD x 1
HDD Mounting Hardware,
Quick Start Guide x1

No

12V DC 4.16A
6.36W (w/o HDD)

4.53" W x 5.69" D x 6.99"H

4.85 lbs (w/17B HDD*1)
32°-113°F
12V DC 4.16A
100-240VAC 1.6A 50-60Hz
80W Max.(with 4 HDDs)
32°-113°F
ULFCC CE

2.45" Wx 430" Dx 1.25"H
(power supply only)

*Specifications subject to change without notice



