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USB               Ethernet
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VGA INB-VGA-25FT
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WPS-550-DOM-A-WH

12V Pwr                    Video OUT SP-RG59-182-1000-BLK

WPS-350-DOM-A-WH

12V Pwr                    Video OUT SP-RG59-182-1000-BLK

WPS-350-DOM-A-BL

12V Pwr                    Video OUT SP-RG59-182-1000-BLK
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Note: Camera power carried 
via RG-59-18/2 cable

System Notes:

1.  If a microphone is needed for more than 2 cameras, then a 8x1 mixer should be used.

2.  Audio out on DVR can also be used to feed an amplifier and speakers.

3.  Signal transmission baluns and camera mounting accessories can be found in Surveillance -> Accessories page.

4.  Router Setup, DVR support, and instructional videos can be found on the DVR product support page.

Keyboard

Mouse PATCH-CAT6-10FT-GRY
Connection to Network for 
Remote Configuration/Viewing

Mount: SM-T-L

WPS-350-DOM-A-BL

12V Pwr                    Video OUT SP-RG59-182-1000-BLK

WPS-ACC-MIC

12V Pwr                12V Pwr OUT  
Audio OUT

SP-RG59-1000-BLK

WPS-750-BUL-A-GR

12V Pwr                    Video OUT SP-RG59-182-1000-BLK

WPS-550-BUL-A-GR

12V Pwr                    Video OUT SP-RG59-182-1000-BLK

WPS-350-BUL-A-GR

12V Pwr                    Video OUT SP-RG59-182-1000-BLK

Wattbox
WB-400-IPCE-8
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Power In                    8

  Ethernet

Wall Power

Legend

Audio

Video

Control

Power

8 Camera Surveillance DVR System:

§ 500GB DVR with D1 Encoding – 240fps – H.264 Compression
§ Web and Mobile Phone Access
§ Free DDNS Service

PATCH-CAT6-10FT-GRY Connection to Network
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