
31 Series 51 Series 110 Series
Low-cost HD

310 Series
Low-cost HD w/ 

Starlight

410 Series
Best Value 4K

510 Series
Mid-level HD w/ 

Starlight

710 Series
High-end 4K w/ 

Starlight

Housing Options
Turret
Bullet

Turret
Bullet

Dome
Mini Turret
Mini Bullet

Dome
Turret
Bullet

Dome
Turret
Bullet

Dome
Turret
Bullet

Dome
Turret
Bullet

Color Options
White

Black/Gray
White

Black/Gray
White

Black/Gray
White

Black/Gray
White

Black/Gray
White

Black/Gray
White

Black/Gray

Resolution 2MP 4MP 2MP 2MP 8MP 4MP 8MP

Lens Type Fixed Fixed Fixed Fixed Fixed
Motorized
Varifocal

Motorized
Varifocal

IR Range 30m 30m 30m 10m - 30m* 30m 30m - 50m* 30m-50m*

Starlight X X X X
H.265 Support

3rd Video Stream for Control X X
IP66 Outdoor Rating

Pigtail-Free Housing X X X X X
Temperature Range -14ºF-122°F -14ºF-122°F -22ºF-140°F -22ºF-140°F -22ºF-140°F -22ºF-140°F -40ºF-140°F

D-WDR Wide Dynamic Range

True-WDR X
Local Power/Video X X X X X

OvrC Support

LumaLink Support

All Metal Housing X X
Control System Support X X

IP Camera
Comparison Chart

*IR Range Dependent on Housing

** LumaLink supported when using a Luma NVR.
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