GOLD SURROUND
ON-WALL, IN-WALL

GOLD SURROUND
ON-WALL, IN-WALL
Experience a professionally engineered acoustic space
with the Gold Surround's refined, immersive soundstage.
Carefully chosen, premium drivers offer high power and high
sensitivity, producing cinema-level output with dedicated
surround processors and amplifiers. Redefine surround sound
with effortless audio reproduction, dispersing rear-channel
information with precision and authority.
In an industry of generic, mass-produced products, Triad
combines craftsmanship and customization in every order.
Handcrafted in the US using the finest materials and
components, Triad’s fully engineered, sealed, and internally
braced MDF enclosures deliver intricate acoustics and
effortless playback, actualizing the artist’s intent.
Complete the full home theater experience by pairing with
Triad LCRs, satellites, and subs. Triad Gold Surround speakers
enhance the finest home theaters with detailed effects at
both cinema reference and background listening levels,
transporting audiences to new dimensions.

FEATURES
•
•
•
•
•

Compact, bipole design
AcoustiPerf metal grill
Fully engineered, premium MDF enclosure
Acoustic suspension
Custom paint matching available

ON-WALL
The On-Wall AcoustiPerf grill extends a scant 5" from
the wall and can be ordered in any custom color to
blend seamlessly into your room.

IN-WALL
The In-Wall design fits flush into a 4" stud space, and
the AcoustiPerf grill can be ordered in any color for
seamless blending into your theater area.

GOLD SURROUND ON-WALL, IN-WALL
MATERIALS

ON-WALL

IN-WALL/4

Tweeter size

(2) 1" (25 mm)

(2) 1" (25 mm)

Tweeter type

Fabric dome

Fabric dome

Mid-range size

(4) 3" (8 cm)

(4) 3" (8 cm)

Proprietary paper/
fiber blend

Proprietary paper/
fiber blend

(1) 8" (20 cm)

(1) 8" (20 cm)

Polycone

Polycone

PERFORMANCE

ON-WALL

IN-WALL/4

Recommended amplifier power

60 - 250W

60 - 250W

Woofer size
Woofer type

Impedance

4 ohm

4 ohm

Sensitivity (dB @ 2.83V, 1 m)

87 dB

87 dB

Peak output (measured, 1 m)

108 dB

108 dB

70 Hz - 20 kHz

70 Hz - 20 kHz

Frequency response (+/- 3 dB)
DIMENSIONS

ON-WALL

IN-WALL/4

26 11 /16 × 14 1 /8 × 4 1 /2 "
(67.8 × 35.8 × 11.4 cm)

26 × 13 1 /2 × 3 15 /16 "
(66 × 34.3 × 9.9 cm)

Hole cut out (L × W)

-

26 1 /8 × 13 5 /8 " (66.3 × 34.6 cm)

Frameless grill dimensions (L × W)

-

14 3 /16 × 26 11 /16 " (36.1 × 67.8 cm)

NCB size

-

P

22 lb (10 kg)

23 lb (10.4 kg)

34 lb (15.4 kg)

32 lb (14.5 kg)

ON-WALL

IN-WALL/4

36008-1000-1

46408-1000-1

Cabinet specifications (L × W × D)

Product weight (each)
Shipping weight (each)
PRODUCT NUMBERS
Gold Surround

DIMENSIONS

triadspkrs.co/
gldsurr

14 1/8"
[35.8 cm]
25 1/2"
[64.8 cm]

26 11/16"
[67.8 cm]

ON-WALL

Product page

Top view
13 1/2"
[34.3 cm]

Bottom view

4 1/2"
[11.4 cm]

Mid-range type

4 1/8"
[10.5 cm]
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13 1/2"
[34.3 cm]

3 15/16"
[9.9 cm]

26"
[66 cm]

IN-WALL/4

26 11/16"
[67.8 cm]

14 3/16"
[36.1 cm]
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