Import and Load RS-232 Library

1) Click on RS-

232 Library Manager
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4) Make sure

Select the file ‘FSM_IT-VCM.rs232lib’ and hit ‘Open’

the check box is checked and then hit ‘OK’

For Help, press FL.
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This is what it will look like after it is imported successfully
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BALANCELEFT1STEP  VBLLW MOVES STERED BALANCE TO LEF
BALANCE LEFT 5TERS  VBL LS\ MOVES STERED BALANCE TOLLEF
BALANCE RIGHT 1 STEF  VBLRY MOVES STEREQ BALANCE TO AIG =
BALANCE RIGHT SSTEPS  VBL RS\ MOVES STEREQ BALANCE T0 AIG
BALANCE STATUS oL REGUESTS STATUS OF BALANCE
aess 1 Ves o INCREASE BA5S INCREMENT OF
Bess 2 VB o2 INCREASE BASS INCREWENT OF 2
sess 13 Ve 43w INCREASE BASS INCREMENT OF 3
Bass ot VB i INCREASE BASS INCREWENT OF 4
5ess 5 Ve 5 INCREASE 8ASS INCREMENT OF 5
Bass 6 VB o8 INCREASE BA5S INCREWENT OF &
Bess 7 VS 7 INCREASE BASS INCREMENT OF 7
Bess 8 VB 8 INCREASE BA5S INCREWENT OF 8
aess s VeS8 INCREASE BASS INCREMENT OF 9
Bess 1 Ve OECREASE 8455 NCREMENT OF 1
sess 2 VeS 2 DECREASE 8455 NCREMENT 0F 2
Bess 3 VB 3w OECREASE 8455 NCREMENT OF 3
Bess 4 Ve 4 DECREASE 84S INCREMENT OF ¢
Bess 5 VB OECREASE 8455 NCREMENT OF 5
aess 6 VB DECREASE 8455 NCREMENT 0F 6
Bass 7 Vs 7 OECREASE 8455 NCREMENT OF 7
5ess 8 Ve 8 DECREASE 8455 NCREMENT 0F 8 3
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6) Select RS-232 Device.
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7) Select the radio button for ‘User RS-232 codes’ and it should populate with the code you
imported
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Generic Page (New Page)

9) Once added, you’ll see it appear in your ‘Controlled Devices’ section of the main screen

@ Untitied * - Pro Control Studio | E=SEy




